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TIMM CHAFE GUARD

Timm Chafe Guard is designed to protect ropes from surface abrasion with steel surfaces such as chocks and

leads.

Product information

The distinctive red Timm Chafe Guards have been protecting ropes since 2012 and are suitable for protecting all ropes from chafing.

Easyto install, the Timm Chafe Guards provides an efficient solution to preventing damage to ropes. Poorly maintained deck equipment is a severe threat to all synthetic
ropes, and although we always recommend maintaining the deck equipment, our Timm Chafe Guards will protect the ropes from chafing damages and destructive cutting.
The Timm Chafe Guard can also provide an extra protection against chemical and UV damages on the ropes.

Features

o 100% high tenacity polyester
e Protecting the ropes

e Rot-proof

e High melting point (260°C)

Benefits

o Fits all synthetic mooring ropes

e Easyinstallation

o Lightweight, with a smooth surface
e Excellent UVand heat resistance

Specification

Physical properties Performance data
Construction Solid plain w eaved canvas Water resistance 0.3% absorption
Density [kg/m3] 1.38
Melting point 260°C

Ordering information

Acera Tinm
Amundsen  Master

From To Fom To Fom To
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411255 TIMM CHAFE GUARD W65 3m 6 25 16 2 16 22
411256 (supersedes 410195) TIMM CHAFE GUARD W76 3m 26 38 23 32 23 32
411257 TIMM CHAFE GUARD W90 3m 39 4 33 38 33 40
411258 (supersedes 410199, 410215) TIMM CHAFE GUARD W100 3m 45 68 39 45 41 56
411259 (supersedes 410207, 410203) TIMM CHAFE GUARD W125 3m 69 8 46 64 57 68
411260 (supersedes 410912, 410914) TIMM CHAFE GUARD W150 3m 8 102 65 81 69 9%
Documents

Timm Chafe Guard - Installation manual

Related products

Variants


https://media.bluestonepim.com/e4deb258-8122-4fdf-9d12-b42f3e0e812d/cd66b603-3d25-4588-82a7-db36dc163ac9/PwC1xl1GxMSbQSxop0kq3csuN/Mr3monqhmuTcttCaIpXmjp5Oh.pdf

411259
TIMM CHAFE GUARD W125 3M

411257
TIMM CHAFE GUARD Wo0 3M

411255
TIMM CHAFE GUARD W65 3M

411260
TIMM CHAFE GUARD W150 3M

411256
TIMM CHAFE GUARD W76 3M

411258
TIMM CHAFE GUARD W100 3M

411015
TIMMCHAFE GUARD PRO3M[M

Is accessoryto
TIMMMASTER 8
TIMMMASTER SBA™
ACERAAMUNDSEN SBA™
ACERADAGAVASBA™
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