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SPECIAL-303N 4.0X450MM 75 PCS 5,2KG

Product group: 095 Product number: 599223
Electrode for welding of mild steel and ship quality steel. ’

UNITOR

by Wilhelmsen

Product information

This product supersedes product no: 699223

Low hydrogen double coated electrode for welding of unalloyed and low alloyed ship quality steel. The 2.0mm electrode is specially suited for thin plate welding.

Features

o LMAelectrode

o Unitor high density polyethylene packing

¢ Double coated electrode

e Good for root run of pipe welding with excellent weld penetration
o Approved by classification societies for higher tensile steels

Benefits

e Electrodes can be exposed longer in the open

e Long storage lifespan without moisture pick up

e Easytouse

e In compliance with maritime rules and regulations

Specification

General Dimensions/MWeight
Suggested Inventory Hazard Material classification NA Diameter [mm] 4
Weight [kg] 52
Technical data Performance data
AWS E7016 Amperage [A] 190
Polarity AC DC+

Low Hydrogen double coated electrode for welding of unalloyed and low
alloyed ship quality steel. The 2 mm electrode is specially suited for thin plate
welding. LMAelectrode

Approvals

Contact Customer Senvice for 3rd party approvals certificates

Documents

SDoC and MD for IHM

Related products

Is frequently bought together with

632786
WELDERS GLOVES. 6 PARS


https://media.bluestonepim.com/e4deb258-8122-4fdf-9d12-b42f3e0e812d/e613eec2-5a52-4ca7-88de-888a4d518c26/w3vu6T5tV4oBTJsqw4I5WkRsj/HBy1eQ97LxMLwd8bkZ59FCCBd.pdf
https://www.wilhelmsen.com/product-catalogue/products/welding/arc-welding-equipment/welders-protection/welders-gloves.-6-pairs?epslanguage=en

This page is printed from
https://iwww .w ilhelmsen.com/product-catalogue/products/w elding/arc-w elding-consumables-and-storing/coated-stick-electrodes/special-303n-42.0x450mm: 75-pcs-52kg

Our businessPort SenicesShips SeniceShip ManagementNew EnergyOther senices
About usAbout WilhelmsenMedia centreContact and

locationsCareersInvestors

Follow usLinkedIninstagram

Privacy notice and cookie policy

Data protection policy

Terms and conditions

Wilhelmsen whistleblowing channel
©2024 Wilhelmsen. Al rights reserved.


https://www.wilhelmsen.com/port-services/
https://www.wilhelmsen.com/ships-service/
https://www.wilhelmsen.com/ship-management/
https://www.wilhelmsen.com/new-energy/
https://www.wilhelmsen.com/other-services/
https://www.wilhelmsen.com/about-wilhelmsen/
https://www.wilhelmsen.com/media-news-and-events/
https://www.wilhelmsen.com/contacts-locations/
https://www.wilhelmsen.com/careers/
https://www.wilhelmsen.com/investors/
https://www.linkedin.com/company/wilhelmsen_group
https://www.instagram.com/wilhelmsengroup/
https://www.wilhelmsen.com/disclaimer/
https://www.wilhelmsen.com/data-protection-policy/
https://www.wilhelmsen.com/terms-and-conditions/
https://www.wilhelmsen.com/about-wilhelmsen/wilhelmsen-group-compliance-channel/

	SPECIAL-303N 4.0X450MM 75 PCS 5,2KG
	Product information
	Features
	Benefits

	Specification
	General
	Dimensions/Weight
	Technical data
	Performance data

	Approvals
	Documents
	Related products
	Is frequently bought together with
	This page is printed from:




